m Wavelength Opto-Electronic(S) Pte Ltd

OPTO-ELECTRONIG

Translation Stage (XZ-Axis) H-Series

Part Number: XZH-100H-25-0.5-IN

Mechanical Drawing:

100
90
50
}
T

%)
A 50 &
é,“? 30 &
S 100
£
V/Q\B%
@)
100
90 NS
50 X

[
-
21750

oo 2
=

169.90
Technical Specifications:
Direction X and Z-Axis
Stage Size (mm) 100x100
Travel Range (mm) 25
Thread Pitch (mm) 0.5
Resolution (mm) 0.001
Smallest Reading (mm) 0.001
Load Capacity (kg) 7.5
Guide System Cross Roller Guide
Weight (kg) 2.8
Remark Installed with digital micrometer

NOTE: PROPRIETARY AND CONFIDENTIAL THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF WAVELENGTH OPTO-ELECTRONIC(S) PTE LTD. ANY
REPRODUCTION INPART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF
WAVELENGTH OPTO-ELECTRONIC(S) PTE LTD. IS PROHIBITED.

>>> Photonics is Our Profession




