m Wavelength Opto-Electronic(S) Pte Ltd

OPTO-ELECTRONIG

Translation Stage (XZ-Axis) N-Series

Part Number: XZN-198-300-5-F

Mechanical Drawing:

75

+ + +\ .
L 150
8-96.5 125
(ONERERE 91l

25-Mé
& Sk —
2
~
L] I]
D
— B8 e o e ol 1
661 g 198
Technical Specifications:
Direction X and Z-Axis
Stage Size (mm) 198x198
Travel Range (mm) 300
Screw Lead (mm) 5
Resolution (mm) 0.008
Smallest Reading (mm) 0.02
Load Capacity (kg) 10
Guide System Round Guide Rail
Weight (kg) 34.5
Remarks Same as XZM-198-300-5 but with digital
display and ruler

NOTE: PROPRIETARY AND CONFIDENTIAL THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF WAVELENGTH OPTO-ELECTRONIC(S) PTE LTD. ANY
REPRODUCTION INPART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF
WAVELENGTH OPTO-ELECTRONIC(S) PTE LTD. IS PROHIBITED.
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